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Indicative zone for concealed roller shutter behind 
cladding. Shutter design and integration to be 
agreed with supplier.

Forticrete Sandstone Fairface  (or equivalent 
approved) block plinth. Block to be laid in running 
bond. Mortar to be tinted to closely match the colour of 
block.

144 x 21 mm Light Brush charred Accoya cladding. 
Cladding installed to follow pitch of tower. Minimum 
2mm gap between boards.

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

1800 x 1800 mm Flushglaze Visionvent or 
equivalent approved electric rooflight. Rooflight to 
be openable and hinged. Controls to be placed in 
cafe store. 

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

Notional Signage. Design t.b.c.

Thermally broken glazed bronze/aluminium folding 
doors and frame in a burnished bronze finish. Doors 
to specialist suppliers design.

Powdercoated aluminium strip to cladding transition 
point. Finish to be RAL 7021 Black Grey.
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144 x 21 mm Heavy Brush charred Accoya 
cladding. Cladding installed to follow pitch of tower. 
Minimum 2mm gap between boards.
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Indicative zone for concealed roller shutter behind 
cladding. Shutter design and integration to be 
agreed with supplier.

Forticrete Sandstone Fairface  (or equivalent 
approved) block plinth. Block to be laid in running 
bond. Mortar to be tinted to closely match the colour of 
block.

144 x 21 mm Light Brush charred Accoya cladding. 
Cladding installed to follow pitch of tower. Minimum 
2mm gap between boards.

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

1800 x 1800 mm Flushglaze Visionvent or 
equivalent approved electric rooflight. Rooflight to 
be openable and hinged. Controls to be placed in 
cafe store. 

68 x 21 mm Heavy Brush charred Accoya cladding. 
Cladding installed vertically. Minimum 2mm gap 
between boards.

LED Illuminated lockable external noticeboard 
mounted to cladding. Jansen Display 
SCT27xA4PHLED or suitable equivalent.

Powdercoated aluminium strip to cladding transition 
point. Finish to be RAL 7021 Black Grey.

Notional Signage. Design t.b.c.

Thermally broken glazed bronze/aluminium folding 
doors and frame in a burnished bronze finish. Doors 
to specialist suppliers design.
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Forticrete Sandstone Fairface  (or 
equivalent approved) block plinth. 
Block to be laid in running bond. Mortar 
to be tinted to closely match the colour 
of block.

Powdercoated aluminium capping to 
parapet around edge of building. 
Finish to be RAL 7021 Black Grey.

144 x 21 mm Light Brush charred Accoya cladding. Cladding 
installed vertically. Minimum 2mm gap between boards.

1800 x 1800 mm Flushglaze Visionvent or equivalent approved 
electric rooflight. Rooflight to be openable and hinged. Controls 
to be placed in cafe store. 

Powdercoated aluminium capping to parapet around edge of 
building. Finish to be RAL 7021 Black Grey.

68 x 21 mm Heavy Brush charred Accoya cladding. Cladding 
installed vertically. Minimum 2mm gap between boards.

1800

Powdercoated steel doorset, HAG Armourdoor AD05 or 
equivalent approved. Finish to be RAL 7021 Black Grey.
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Downlighter fixed to charred cladding externally to provide 
lighting around entrance. Downlighter to be centred on door 
below. Spec: Collingwood WL015K, IP65, 13W up down wall 
light, Black finish
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68 x 21 mm Heavy Brush charred Accoya cladding. 
Cladding installed vertically. Minimum 2mm gap 
between boards.

Forticrete Sandstone Fairface  (or equivalent 
approved) block plinth. Block to be laid in running 
bond. Mortar to be tinted to closely match the colour of 
block.

144 x 21 mm Light Brush charred Accoya cladding. 
Cladding installed vertically. Minimum 2mm gap 
between boards.

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

Powdercoated aluminium capping to parapet 
around edge of building. Finish to be RAL 7021 
Black Grey.

1800 x 1800 mm Flushglaze Visionvent or 
equivalent approved electric rooflight. Rooflight to 
be openable and hinged. Controls to be placed in 
cafe store. 
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Floodlight fixed to charred cladding externally to 
provide lighting for market stall set up. Fitting to be 
centred on door below. Spec:Collingwood 
FL02BXCS, IP65, 20W colour switchable floodlight, 
Black finish

Downlighter fixed to charred cladding externally to 
provide lighting around entrance. Downlighter to be 
centred on door below. Spec: Collingwood WL015K, 
IP65, 13W up down wall light, Black finish

© This drawing and the building works depicted are 
the copyright of the Architect and may not be 
reproduced except with written consent. Figured 
dimensions only are to be taken from this drawing. 
All contractors must visit the site and be 
responsible for taking and checking all dimensions 
relative to their work. Lathams are to be advised of 
any variation between drawings and site conditions.
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